
1 Machine - 5 Uses

basicmachine with teleskopic boom and patented

quick-coupler-system with integrated

automatic coupling of hydraulic hoses

WITHOUT

quick-coupler-system

hydraulic pick

side-dump-bucket with bent boom

traverse-cutting-head ripping bucket 450 l

working platform

+
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Justus-von-Liebig-Straße 2 - D-66280 Sulzbach/Saar
Tel.: +49-(0)6897-5005-0 - Fax: +49-(0)6897 -5005-55
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quick-

coupler-

system

the MULTITALENT dinting-& loading machine

HS-MHS-M

activated dinting bucket
with rigid boom
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MULTITALENT Dinting and loading machine

Basic machine

Technical description

HS-MHS-M
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Hydraulic Power Pack

Undercarriage

HS-MHS-M
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MULTITALENT Dinting and loading machine

Basic machine

Technical Data- Basic Machine



HS-MHS-M
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Schema HS-M as dinting machine with possible components

Dimensional drawing of the basic machine

MULTITALENT Dinting and loading machine

Basic machine



The following booms can be mounted on the pivot column:

Rigide boom

Teleskopic boom

Bent boom

HS-MHS-M
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MULTITALENT Dinting and loading machine

Various booms



with integrated automatic coupling of hydraulic hoses

for tool-change in minutes

- adaptable on telescopic boom -

HS-MHS-M
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Quick-coupler-System

MULTITALENT Dinting and loading machine
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 Teleskopic or rigide boom

 Quick-coupler-system

 Ripping bucket 450 l/350 l or activated bucket 350 l*

HS-MHS-M
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As dinting machine

with

MULTITALENT Dinting and loading machine
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 Teleskopic or rigide boom

 Quick-coupler-system

 Hydraulik pick SB Scaler-

HS-MHS-M
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As ripping machine

with

MULTITALENT Dinting and loading machine
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Teleskopic or rigide boom

 Quick-coupler-system

 Traverse cutting head series ER 250 or ER 600-

HS-MHS-M
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As cutting machine

with

MULTITALENT Dinting and loading machine



- 

-

Teleskopic or rigide boom

 Quick-coupler-system

 Working platform HSB 500; HSB 2000 or HSB-HY 500-

HS-MHS-M
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As platform machine

with

MULTITALENT Dinting and loading machine



HS-MHS-M

10

66
,0

 °

As platform machine

MULTITALENT Dinting and loading machine
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 Bent boom

 Side-dump-bucket 600 l

HS-MHS-M
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As loading machine

with

MULTITALENT Dinting and loading machine
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